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6B shall be conducted pursuant to para-
graph (d)(3) of this section. 

(1) For affected facilities combusting 
coal or oil, coal or oil samples shall be 
collected daily in an as-fired condition 
at the inlet to the steam generating 
unit and analyzed for sulfur content 
and heat content according the Method 
19. Method 19 provides procedures for 
converting these measurements into 
the format to be used in calculating 
the average SO2 input rate. 

(2) As an alternative fuel sampling 
procedure for affected facilities com-
busting oil, oil samples may be col-
lected from the fuel tank for each 
steam generating unit immediately 
after the fule tank is filled and before 
any oil is combusted. The owner or op-
erator of the affected facility shall 
analyze the oil sample to determine 
the sulfur content of the oil. If a par-
tially empty fuel tank is refilled, a new 
sample and analysis of the fuel in the 
tank would be required upon filling. 
Results of the fuel analysis taken after 
each new shipment of oil is received 
shall be used as the daily value when 
calculating the 30-day rolling average 
until the next shipment is received. If 
the fuel analysis shows that the sulfur 
content in the fuel tank is greater than 
0.5 weight percent sulfur, the owner or 
operator shall ensure that the sulfur 
content of subsequent oil shipments is 
low enough to cause the 30-day rolling 
average sulfur content to be 0.5 weight 
percent sulfur or less. 

(3) Method 6B may be used in lieu of 
CEMS to measure SO2 at the inlet or 
outlet of the SO2 control system. An 
initial stratification test is required to 
verify the adequacy of the Method 6B 
sampling location. The stratification 
test shall consist of three paired runs 
of a suitable SO2 and carbon dioxide 
measurement train operated at the 
candidate location and a second simi-
lar train operated according to the pro-
cedures in § 3.2 and the applicable pro-
cedures in section 7 of Performance 
Specification 2 (appendix B). Method 
6B, Method 6A, or a combination of 
Methods 6 and 3 or Methods 6C and 3A 
are suitable measurement techniques. 
If Method 6B is used for the second 
train, sampling time and timer oper-
ation may be adjusted for the strati-
fication test as long as an adequate 

sample volume is collected; however, 
both sampling trains are to be operated 
similarly. For the location to be ade-
quate for Method 6B 24-hour tests, the 
mean of the absolute difference be-
tween the three paired runs must be 
less than 10 percent (0.10). 

(e) The monitoring requirements of 
paragraphs (a) and (d) of this section 
shall not apply to affected facilities 
subject to § 60.42c(h) (1), (2), or (3) where 
the owner or operator of the affected 
facility seeks to demonstrate compli-
ance with the SO2 standards based on 
fuel supplier certification, as described 
under § 60.48c(f) (1), (2), or (3), as appli-
cable. 

(f) The owner or operator of an af-
fected facility operating a CEMS pur-
suant to paragraph (a) of this section, 
or conducting as-fired fuel sampling 
pursuant to paragraph (d)(1) of this sec-
tion, shall obtain emission data for at 
least 75 percent of the operating hours 
in at least 22 out of 30 successive steam 
generating unit operating days. If this 
minimum data requirement is not met 
with a single monitoring system, the 
owner or operator of the affected facil-
ity shall supplement the emission data 
with data collected with other moni-
toring systems as approved by the Ad-
ministrator. 

[55 FR 37683, Sept. 12, 1990, as amended at 65 
FR 61753, Oct. 17, 2000] 

§ 60.47c Emission monitoring for par-
ticulate matter. 

(a) The owner or operator of an af-
fected facility combusting coal, oil, 
gas, or wood that is subject to the 
opacity standards under § 60.43c shall 
install, calibrate, maintain, and oper-
ate a COMS for measuring the opacity 
of the emissions discharged to the at-
mosphere and record the output of the 
system, except as specified in para-
graphs (c) and (d) of this section. 

(b) All COMS for measuring opacity 
shall be operated in accordance with 
the applicable procedures under Per-
formance Specification 1 (appendix B). 
The span value of the opacity COMS 
shall be between 60 and 80 percent. 

(c) Units that burn only oil that con-
tains no more than 0.5 weight percent 
sulfur or liquid or gaseous fuels with 
potential sulfur dioxide emission rates 
of 230 ng/J (0.54 lb/MMBtu) heat input 

VerDate Aug<31>2005 02:58 Aug 08, 2006 Jkt 208146 PO 00000 Frm 00199 Fmt 8010 Sfmt 8002 Y:\SGML\208146.XXX 208146



190 

40 CFR Ch. I (7–1–06 Edition) § 60.48c 

or less are not required to conduct PM 
emissions monitoring if they maintain 
fuel supplier certifications of the sulfur 
content of the fuels burned. 

(d) Owners or operators complying 
with the PM emission limit by using a 
PM CEMS monitor instead of moni-
toring opacity must calibrate, main-
tain, and operate a continuous moni-
toring system, and record the output of 
the system, for PM emissions dis-
charged to the atmosphere as specified 
in § 60.45c(d). The continuous moni-
toring systems specified in paragraph 
§ 60.45c(d) shall be operated and data re-
corded during all periods of operation 
of the affected facility except for con-
tinuous monitoring system breakdowns 
and repairs. Data is recorded during 
calibration checks, and zero and span 
adjustments. 

[55 FR 37683, Sept. 12, 1990, as amended at 65 
FR 61753, Oct. 17, 2000; 71 FR 9886, Feb. 27, 
2006] 

§ 60.48c Reporting and recordkeeping 
requirements. 

(a) The owner or operator of each af-
fected facility shall submit notifica-
tion of the date of construction or re-
construction, anticipated startup, and 
actual startup, as provided by § 60.7 of 
this part. This notification shall in-
clude: 

(1) The design heat input capacity of 
the affected facility and identification 
of fuels to be combusted in the affected 
facility. 

(2) If applicable, a copy of any Feder-
ally enforceable requirement that lim-
its the annual capacity factor for any 
fuel or mixture of fuels under § 60.42c, 
or § 60.43c. 

(3) The annual capacity factor at 
which the owner or operator antici-
pates operating the affected facility 
based on all fuels fired and based on 
each individual fuel fired. 

(4) Notification if an emerging tech-
nology will be used for controlling SO2 
emissions. The Administrator will ex-
amine the description of the control 
device and will determine whether the 
technology qualifies as an emerging 
technology. In making this determina-
tion, the Administrator may require 
the owner or operator of the affected 
facility to submit additional informa-
tion concerning the control device. The 

affected facility is subject to the provi-
sions of § 60.42c(a) or (b)(1), unless and 
until this determination is made by the 
Administrator. 

(b) The owner or operator of each af-
fected facility subject to the SO2 emis-
sion limits of § 60.42c, or the PM or 
opacity limits of § 60.43c, shall submit 
to the Administrator the performance 
test data from the initial and any sub-
sequent performance tests and, if appli-
cable, the performance evaluation of 
the CEMS and/or COMS using the ap-
plicable performance specifications in 
appendix B. 

(c) The owner or operator of each 
coal-fired, residual oil-fired, or wood- 
fired affected facility subject to the 
opacity limits under § 60.43c(c) shall 
submit excess emission reports for any 
excess emissions from the affected fa-
cility which occur during the reporting 
period. 

(d) The owner or operator of each af-
fected facility subject to the SO2 emis-
sion limits, fuel oil sulfur limits, or 
percent reduction requirements under 
§ 60.42c shall submit reports to the Ad-
ministrator. 

(e) The owner or operator of each af-
fected facility subject to the SO2 emis-
sion limits, fuel oil sulfur limits, or 
percent reduction requirements under 
§ 60.43c shall keep records and submit 
reports as required under paragraph (d) 
of this section, including the following 
information, as applicable. 

(1) Calendar dates covered in the re-
porting period. 

(2) Each 30-day average SO2 emission 
rate (nj/J or lb/million Btu), or 30-day 
average sulfur content (weight per-
cent), calculated during the reporting 
period, ending with the last 30-day pe-
riod; reasons for any noncompliance 
with the emission standards; and a de-
scription of corrective actions taken. 

(3) Each 30-day average percent of po-
tential SO2 emission rate calculated 
during the reporting period, ending 
with the last 30-day period; reasons for 
any noncompliance with the emission 
standards; and a description of the cor-
rective actions taken. 

(4) Identification of any steam gener-
ating unit operating days for which 
SO2 or diluent (oxygen or carbon diox-
ide) data have not been obtained by an 
approved method for at least 75 percent 
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